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Abstract

The crystallisation behaviour of an iron-rich glass
was studied by means of density measurements, Dif-
ferential Thermal Analysis and X-ray Di�raction.
The results highlighted that there is no typical
nucleation process in which the number of nuclei is
in¯uenced by the thermal treatment and in¯uence the
crystallisation process. The kinetics of phase forma-
tion was investigated in isothermal and non-iso-
thermal conditions; the Avrami parameter value, 1.5,
is indicative of a three dimensional di�usion con-
trolled growth of the pyroxene crystals on a ®xed
number of nuclei. The activation energy of crystal
growth, obtained by the isothermal and non iso-
thermal methods, resulted in being 377kJmolÿ1 and
298 kJ molÿ1, respectively. Considering the di�erent
temperature range, these values are in fair agreement
and consistent with values reported by other authors.
Using TEM-EDS analysis the high immiscibility of
the initial glass was highlighted; the two liquid pha-
ses, one richer in Fe and the other in Si and Ca,
promote the formation of magnetite and pyroxene
during the thermal treatment, respectively. # 1999
Elsevier Science Limited. All rights reserved
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1 Introduction

In the past 30 years, a large number of papers,
dealing with the kinetics of transformation of
the glasses in glass-ceramics have been published.
A large part of these works is connected with

isothermal investigations of the nucleation,1,2

the crystal growth3,4 or with the kinetics of crys-
tallisation.4,5 Using the Di�erential Thermal Ana-
lysis technique (DTA), other publications
investigate the crystallisation process in non-iso-
thermal conditions.6±8

These studies throw important light on the
understanding of the nature of the phase transfor-
mation in glasses and clarify some typical aspects
of the crystallisation process, such as the nature
of the nucleation and the mechanisms of the
crystal growth in di�erent glass-forming systems.
They also represent an important means for opti-
mizing the heat-treatment regimes of the glass in
order to tailor the ®nal properties of the glass-
ceramics. Some of these works are related with
iron-rich glass compositions, in which the crystal-
lisation process is more complicated due to the
high immiscibility tendency of the initial glass
and the formations of di�erent crystal phases. The
investigations carried out on compositions based
on industrial wastes9±11 or on basalt rocks12±16

belong to this later group of studies.
The aim of the present work is the investigation

of the kinetics of phase transformation in iron-rich
glass compositions based on jarosite, which is
hazardous industrial waste17 arising from the
hydro-metallurgy of zinc-ores to produce the metal.
The crystallisation of jarosite-glasses produces two
mayor phases: pyroxene and magnetite, being the
ratio between these phases in¯uenced by the
parent glass composition, the Fe3+/Fe2+

ratio12,18 and the thermal treatment schedule.
In this study, isothermal and non-isothermal

investigations of the crystallisation kinetics were
carried out by helium-displacement pycnometer
and DTA measurements. The Avrami kinetics
parameter and the activation energy of crystal
growth were determined and the optimal heat-
treatment was de®ned.
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2 Kinetic of Crystallisation Process

To explain the kinetics of bulk crystallisation of
supercooled melts the so-called Avrami equation
usually is used.3±5

� �� � � 1ÿ exp ÿgIoU
nÿ1�n

ÿ � �1�

where � �� � is degree of transformation at time �, g
is a shape constant, Io is the rate of steady-state
nucleation, U is the rate of crystal growth and n is a
integer number which depends on the growth
direction numbers, the mechanisms of nucleation
and crystal growth. By taking the logarithms of eqn
(1) twice, the value of the Avrami constant, n, may
be calculated by the slope of the experimental curve.
In the case of crystals growth from a previously

formed constant number of nuclei the Avrami
constant only depends on the crystallisation
growth. In this case, using isothermal results
obtained at di�erent temperatures, the activation
energy of crystal growth, Ec, can be evaluated
assuming an Arrhenious temperature dependence,
i.e. U = Uo exp [ÿEc/(RT)], eqn (1) can be
rewritten as:

ln �� � Ec RT
�ÿ ln

ÿ
constUon

ÿ �
=nÿ �lnÿ ln 1ÿ �� ��=n �2�

where �� is the time, corresponding to a certain
value of �. If the logarithm of �� is plotted against
1/T, the slope gives Ec/R value.
As previously demonstrated,19 the degree of the

phase transformation can be evaluated by using
density measurements, through the following
equation:

� � ��x �� � ÿ �g
� �

�x tot� �
�
= �x tot� � ÿ �g
ÿ �

�x �� �
� � �3�

where �g is the density of the initial glass, �x �� � is
the density at time � and �x tot� � is the maximum
density at the end of the crystallisation process.
The wt% crystal phase formed, x, can be eval-

uated through the relation:19

x � 100 1=�g ÿ 1=�gc
ÿ �

= 1�g c� � ÿ 1=�c
ÿ � �4�

In this case �gc is the density of the glass-ceramic,
�c is the density of the crystal phase formed and the
�g(c) is the density of a glass, having the same
composition as the crystal phase formed.
In non-isothermal conditions the kinetics inves-

tigations are usually carried out by DTA. The
activation energy of crystal growth, Ec, can be
estimated by the Kissinger equation,20 using DTA
results obtained at di�erent heating rates:

ln �=T2
p

� �
� ÿEc=RT

�
p constant �5�

Here Tp is the peak temperature of the DTA exo-
therm and � is the heating rate. A plot of
ln �=T2

p

� �
versus 1=Tp is a line, whose slope corre-

sponds to Ec.
Matusita and Sakka21 pointed out that the Kis-

singer equation gives real results only when there is
no nucleation process. In the case of nucleation,
when the number of nuclei is in¯uenced by the
heating rate, they proposed a modi®cation of the
eqn (5) which takes into account this behavior.
The occurrence of a nucleation process is usually

indirectly investigated by two-step isothermal heat-
treatments. The ®rst step corresponds to a tem-
perature region where the nuclei are formed; the
second step is at a higher temperature, where the
nucleation rate is negligible and the crystals grow
to a measurable size. Then the number of the crys-
tals formed can be estimated by microscopic
methods or by comparing the degrees of crystal-
lisation. The results are related to the nucleation
heat-treatment regimes.1,4,5

A preliminary indication of the nucleation can be
obtained by DTA, comparing the shift of the crys-
tallisation peak in samples with and without the
nucleation step.22,23 A consistent nuclei formation
lowers the peak temperature.

3 Experimental

Jarosite waste was calcined at 800�C for 2 h to
eliminate the volatile fraction (NH3 and SO2) pre-
sent in the composition. About 10 kg of calcined
jarosite were mixed with glass cullet and granite
scraps in the ratio 30:40:30. Mullite crucibles were
used to melt the batch; about 3 kg of powder mix-
ture were melted per each fusion. The fusion was
carried out in a methane furnace at 1390�C for 7 h
to ensure the perfect homogenisation of the com-
ponents. A ®nal 30min step was set at 1450�C to
obtain the proper viscosity for the pouring. Cooling
and forming were carried out in air on preheated
stainless steel moulds at 500�C. These conditions
were considered su�cient to allow annealing of the
glass phase and to release stresses. Several
200 x 200 x 10mm tiles were obtained and one of
them was cut to obtain suitable pieces for the
experimental investigations. An Fe3+/Fe2+ ratio
of about 3 was obtained for the initial glass. This
value is similar to the equilibrium ratio for iron
rich compositions after a long melting time,12 and
is comparable to glass-ceramics obtained by cast-
ing molten basalt rocks in the production plants.
Table 1 reports the chemical composition of the

`as it is' jarosite sample used in this study, granite
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scraps and glass cullet; the last column shows the
corresponding glass composition. Iron oxides are
presented as Fe2O3.
The crystallisation ability of the initial glass was

investigated in isothermal conditions by a 1 h
thermal treatment in the 560±900�C. The degree of
crystallisation was evaluated by density measure-
ments19 employing a 3±4 bulk sample in a gas dis-
placement AccuPyc 1330 pycnometer. The
experimental associated error to our measurements
was evaluated as � 0.001 g cmÿ3.
In order to investigate the nucleation process, the

samples, heat treated for 1 h in the temperature
range 560±620�C at 20�C steps, were then succes-
sively heated at a higher temperature, (680�C), and
held for 30min. The degree of crystallisation was
evaluated by density measurements.
The kinetics of phase transformation, the

Avrami parameter and the activation energy of
crystal growth were investigated by isothermal
treatments carried out at 620, 640 and 660�C for
di�erent times. In performing these experiments,
the glass samples were placed in the oven at the
experimental temperature for times ranging from
10 to 2500min, quenched on a metallic surface and
the corresponding densities measured.
The crystallisation was also investigated in non-

isothermal conditions, by DTA technique. About
120mg of coarse particles, used to minimise surface
iron oxidation e�ect,10 were heat treated in air, at 5,
10, 15 and 20�C minÿ1 heating rates. DTA was also
employed to investigate the nucleation process.
The crystalline phases formed during all series of

crystallisation experiments were determined by XRD
technique, using a Philips-1830 apparatus and
CuK� radiation. The crystalline fraction developed
during the thermal treatment was estimated by
comparing the areas of amorphous and crystalline
phases in the XRD spectra (24). The ratio between
di�erent phases has been obtained by comparing
the intensities of the major peaks of each-one.
Transmission Electron Microscopy (a Philips

CM 200 operating at 200 keV + EDS) was

employed to investigate the phase formation. For
these studies samples were thermally treated at
di�erent temperatures and times and then crushed
and sieved to obtain a very ®ne fraction and
deposited on a copper±carbon grid; TEM image
was used to identify and photograph particles with
well de®ned crystalline formation. The EDS ana-
lyses highlighted the variation of composition of
the amorphous and crystalline phases during the
thermal treatment.

4 Results and Discussion

4.1 Nucleation and crystallisation
Figure 1 shows the density variation of a glass
sample heat treated for 1 h at di�erent tempera-
tures. The density does not vary appreciably
before 620�C, highlighting that no crystallisation
occurs; the density variation starts to be evaluable
at 620�C and reaches its maximum at 700�C. By
treating the glass at 800 and 900�C the density
decreases, showing that the degree of crystal-
lisation decreases at a heat treatment temperature
above 700±720�C. Similar results were obtained in
other studies with pyroxene crystallisation.15,25

The density at 800 and 900�C was repeatedly
measured for times up to 10 h and no sensible
variation was detected; therefore, the values
shown in the ®gure can be considered the max-
imum degree of crystallisation obtainable at these
temperatures, respectively.
The nucleation process was investigated in two

di�erent series of experiments. In the ®rst series,
which is summarised in Table 2, glass samples were
treated for 1 h, at 20�C steps, in the 560±620�C
temperature range. The density was measured and
is reported in the ®rst row of the table. Then the
samples were treated at 680�C for 30min each to
allow crystallisation. The density values after this
second treatment are reported in the second row of
the table. A parent glass sample (with 2.799 cm3

Table 1. Chemical compositions of the jarosite, granite, glass
cullet and parent glass (wt%)

Jarosite Granite Glass cullet Parent glass

SiO2 3.7 70.2 72.5 52.9
Al2O3 0.3 12.1 0.5 4.1
Fe2O3 49.3 1.6 0.1 24.1
CaO 0.1 5.2 8.7 5.2
MgO 0.2 0.6 4.0 1.8
ZnO 5.6 Ð Ð 2.7
PbO 3.6 Ð Ð 1.7
Na2O Ð 2.9 13.4 6.4
K2O Ð 3.3 0.2 1.1
L.O.I. 37.2 4.1 Ð Ð

Fig. 1. The variation of the density after 1 h heat-treatment at
di�erent temperatures.
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initial density) was directly treated at 680�C for
30min. The results, expressed as density di�erence,
highlight that no sensible variation of density is
induced by the nucleation heat treatments com-
pared to the direct crystallisation of the parent
glass. It can be concluded that in the investigated
temperature range, no nucleation takes place.
In the second series of experiments, bulk glass

samples were placed in the DTA and treated for 1 h
at 600, 620 and 640�C. Then the temperature was
erased, at 15�C minÿ1 heating rate, and the posi-
tions of the crystallisation peak were detected. In
the three investigated samples, the position of the
crystallisation peak resulted in being the same as
the-non nucleated sample, treated with the same
heating rate. These results con®rm that the nuclea-
tion process is negligible. In similar experiments
carried out on Li2O.2SiO2

22 and Na2O.2CaO.3SiO2

glasses23 a 15±20�C shift of the peak was detected as
a consequence of the nucleation process.

4.2 Avrami parameter and activation energy
Figure 2 shows the variation of density as a func-
tion of time at di�erent constant temperatures (620
640 and 660�C). Using eqn (3) and assuming
3.050 g cmÿ3 as the maximum obtainable density
value at these temperatures, the degrees of trans-
formation, �, are obtained and plotted as a func-
tion of time in Fig. 3

By plotting the value of ln ln [1/(1-�)] as a func-
tion of ln � the Avrami parameter can be obtained
from the slope of the experimental linear regression.
Figure 4 shows that the n values, relative to the
three temperatures investigated, are very close to
1.5. This value corresponds to the di�usion con-
trolled three dimensional growth taking place on
the ®xed number of nuclei,4,5 con®rming that no
consistent nucleation process takes place in this
glasses during the thermal treatment.
By using eqn (2), the activation energy of the

crystal growth was obtained as the slope of the line
yielded by plotting the ln �0�5 as a function of 1/T,
as shown in Fig. 5 The experimental value of the
activation energy resulted in being 377 kJ molÿ1.
The activation energy of the crystal growth was

also evaluated using DTA traces obtained at dif-
ferent heating rates by the Kissinger equations,
which applies for non-nucleating glasses. The
experimental DTA curves are shown in Fig. 6.
Figure 7 reports the plot of ln (�/Tp

2) versus the
shift of the peaks (1/Tp). The value obtained for the
activation energy of crystal growth, using eqn (5)
resulted in being 298 kJ molÿ1, which is in fair
agreement with the previous value obtained at
lower temperatures (620±660�C) and in isothermal

Fig. 4. Avrami parameters evaluated at di�erent temperatures.

Table 2. Variation of the density as a function of di�erent
nucleation heat-treatments

560�C 580�C 600�C 620�C Parent glass
(2.799 g cmÿ3)

Density (g cmÿ3)
after 1 h heat-
treatment

2.794 2.794 2.796 2.818 Ð

Density (g cmÿ3)
after second heat-
treatment
(30min at 680�C)

2.904 2.912 2.899 2.948 2.912

Density di�erence 0.110 0.118 0.104 0.130 0.113

Fig. 2. The variation of the density as a function of time at
constant temperatures (620, 640 and 660�C).

Fig. 3. The degree of transformation, a, as a function of time
at 620, 640 and 660�C.
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conditions. The decreasing of the value of activa-
tion energy by increasing the temperature is con-
sistent with the temperature dependence of the
activation energy of the viscous ¯ow.26

4.3 XRD and TEM-EDS analysis
XRD spectra were carried out on the parent glass
and after the thermal treatments at 660�C for dif-
ferent times. The initial glass shows an amorphous
spectrum with some traces of magnetite formation.
After 20min at 660�C magnetite peaks are evident
as the only crystalline phase formed in the sample
with about 5±10wt%. After 3 h of thermal treat-

ment, pyroxene peaks are present in spectrum and
represent the major phase in the glass-ceramic; the
magnetite peak intensity is not signi®cantly a�ec-
ted by the prolonged thermal treatment.
The degree of crystallisation was independently

measured by XRD and density variation, yielding
a maximum degree of crystallisation, after 3 h at
660�C, of 54 and 51% for the two methods
respectively.19

Transmission electron microscopy, TEM-EDS,
was employed in this study to highlight the varia-
tion of the compositions of the residual glass and
crystal phases during the crystallisation process, as
well as the evolution of the crystals.
By observing particles of the initial glass and

collecting the ¯uorescence emission per element,
i.e. Si, Fe, Zn, Ca, Na, Pb, a map of the distribu-
tion in the glass grain has been obtained. This map
showed that Fe and Zn are concentrated in speci®c
areas while the other elements are uniformly dis-
tributed in the matrix, suggesting that liquid-liquid
separation may occur during the cooling of the
melt. Similar behaviour was reported by other
authors investigating iron-rich glass composi-
tion.11,12,16,

Figure 8 shows a picture of a glass particle heat
treated for 20min at 660�C. The magnetite crystals,
indicated by the ¯uorescence spectrum with Fe and
Zn predominant elements, are uniformly dis-
tributed throughout the bulk of the glass. After 3 h
of thermal treatment at 660�C, the image, reported
in Fig. 9 shows the pyroxene dendritic structure.
The TEM ¯uorescence spectrum of the crystalline

Fig. 6. DTA curves obtained at di�erent heating rates.

Fig. 7. Activation energy of crystal growth evaluated by non-
isothermal method.

Fig. 5. The activation energy of crystal growth evaluated by
isothermal method.

Fig. 8. TEM picture of magnetite grains formed after 20min
heat-treatment at 660�C.
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phase highlighted the typical chemical composition
of pyroxene solid solution, i.e. mainly Si, Fe and
Ca.

5 Conclusions

The iron rich melts are characterised by a high
immiscibility; one of the liquid phases is richer in
iron and zinc while the other contains silica and
alkalines. The ®rst liquid phase promotes the for-
mation of magnetite as the ®rst crystal phase
formed during thermal treatment. By prolonging
the thermal treatment, a pyroxene solid solution
crystallises and becomes the pre-eminent phase in
this jarosite glass-ceramic.
The results of this study highlighted that there is

no typical nucleation process in which the number
of nuclei is in¯uenced by the thermal treatment and
govern the crystallisation process. The activation
energy, obtained by the isothermal and non iso-
thermal methods, is in agreement with similar
values reported by other authors9,11,16 and shows
the high crystallisation ability of pyroxene. The
Avrami parameter value, 1.5, is indicative of three
dimensional di�usion controlled growth of the
pyroxene crystals on a ®xed number of nuclei.
The results of the present study suggest that the

optimum crystallisation thermal treatment for this
glass composition could be a single isothermal step
at 700±720�C for 60±90min yielding a 50±55wt%
crystal phase.

Acknowledgements

The authors are grateful to the Commission of the
European Union for the ®nancial support and wish
to thank the Partners of the BRE2-CT94-1018
projects; Ing. P. Pisciella and Mrs. F. Ferrante for
the part of the experimental work.

References

1. James, P. F., Volume Nucleation in Silicate Glasses. In
Glass and Glass-Ceramics, ed. Lewis. Chapman and Hall,
London, 1989, pp. 59±105.

2. Zanotto, E. D., Experimental studies of surface nucleation
and crystallization of glasses. Ceramic Transactions, Am.
Ceram. Soc., 1992, 30, 65±74.

3. Uhlmann, D. R. and Uhlmann, E. V., Crystal growth and
melting in glass-forming system Ð a view from 1992. Cera-
mic Transactions, Am. Ceram. Soc., 1992, 30, 109±140.

4. Strnad, Z., Glass-Ceramic Materials, Elsevier, Amster-
dam, 1986.

5. Gutzow, I. and Shmelzer J., The Vitreous State-Structure,
Thermodynamics, Rheology and Crystallisation. Springer
Verlag, Berlin, New York, 1995.

6. Ray, C. S. and Day, D. E., Nucleation and crystallization
in glasses as determined by DTA. Ceramic Transactions,
Am. Ceram. Soc., 1992, 30, 207±224.

7. Ray, C. S., Day, D. E., Huang, W., Narayan, K. L., Cull,
T. S. and Kelton, K. F., Non-isothermal calorimetric stu-
dies of the crystallization of lithium disilicate glass. Jour-
nal of Non-Crystalline Solids, 1997, 204, 1±12.

8. Donald, I. W. The crystallization kinetics of a glass based
on the cordierite composition studied by DTA and DSC.
Journal of Material Science, 30, 1995.

9. Pelino, M., Cantalini, C., VeglioÁ , F. and Plescia, P., Pre-
paration of glasses obtained by recycling of goethite
industrial wastes to produce glass-ceramics materials.
Journal of Materials Science, 1993, 28, 2087±2094.

Fig. 9. TEM picture of pyroxene grains formed after 60min heat-treatment at 660�C.

532 A. Karamanov et al.



10. Karamanov, A., Pelino M., Tagliery, G. and Cantalini,
C., Sintered building glass-ceramics based on jarosite,
Proc. of XVIII ICG-1998, Am. Ceram. Soc.

11. Stalios, A. D. and Batist, R., Crystallization behaviour of
a ferri-silicate �Ðwaste glass. In. Proc. of Materials
Research Society, Elsevier, 1985, 50, 255±262.

12. Beall, H. and Rittler, H. L., Basalt glass ceramics. Cera-
mic Bulletin, 1976, 55, 579±582.

13. Chick, A. and Lokken R. O., Thomas L. E., Basalt glass
ceramics for the immobilisation of transuranic nuclear
waste. Ceramic Bulletin, 1983, 62, 505±510.

14. Vicente-Mingarro, I., Callejas, P. and Rincon, J. Ma. TTT
behaviour and mechanical properties of glass-ceramics
from alkali basaltic rocks Proc. of I European Ceramics
Congress, Maastricht, Netherlands, ed. Elsevier, 1993, pp.
2527±2531.

15. Vicente-Mingarro, I., Estudio de los Mecanismos de
NucleacioÁ n y CristallzatioÁ n en Vidrios Obtenidos a Partir
de Rocas BasaÁ lticas Canarias, Ph. D. These, Instituto de
Ceramica y Vidrio, Madrid, 1992

16. Znidarsic-Pongarac, V. and Kolar, D., The crystallization
of diabase glass. Journal of Materials Science, 1991, 26,
2490±2494.

17. Pelino, M., Cantalini, C., Abbruzzese, C. and Plescia, P.,
reatment and recycling of goethite waste arising from the
hydrometallurgy of zinc. Hydrometallurgy, 1996, 40, 25±
31.

18. Pelino, M., Cantalini, C. and Rincon, J. Ma., Preparation
and properties of glass-ceramic materials obtained by

recycling goethite industrial waste. Journal of Materials
Science, 1997, 32, 4655±4660.

19. Karamanov, A. and Pelino, M., Evaluation of the degree
of crystallization by density measurements. Journal of
European Cer. Soc., 1999, in press.

20. Kissinger, H. E., Reaction kinetics in di�erential thermal
analysis. Analytic Chemistry, 1957, 29, 1702±1706.

21. Matusita, K. and Sakka, S., Kinetic study on crystal-
lization of glass by di�erential thermal analyseÐcriterion
on application of kissinger plot. Journal of Non-Crystal-
line Solids, 1980, 38, 741±746.

22. Marotta, A., Buri, A. and Brada, F., Surface and bulk
crystallization in non-isothermal devitri®cation of glasses.
Thermochimica Acta, 1980, 40, 397±403.

23. Xu, X. J., Ray, C. S. and Day, D. E., Nucleation and
crystallization of Na2O.2CaO.3SiO2 glass by di�erential
thermal analysis. J. Am. Ceram. Soc., 1991, 74, 909±
914.

24. Kim, H. S., Rawligs, R. D. and Rogers, P. S., Quantita-
tive determination of crystal and amorphous phases in
glass-ceramics by X-ray di�raction analysis Br. Ceram.
Trans. J., 1989, 88, 21±25.

25. Karamanov, A., Penkov, I. and Gutzow, I., Crystal-
lization and sintering in diopside marble-like glass-cera-
mics. Proc. V Otto-Schot Colloquium, Classtech. Ber.,
Glass Sci. and Technol., C, Jena, Germany, 1994, 67, 408±
412.

26. Hlavac, J., The Technology of Glass and Ceramics: an
Introduction. Elsevier, Amsterdam, 1983

Kinetics of phase formation in jarosite glass-ceramic 533


